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INTERCOLL D 3020 
Technical Information 

Area of application 

For bonding upholstery fabrics made of textiles, nonwovens, leather or artificial leather to 
foam, wood, hardboard, cardboard and other upholstery materials. The adhesive is applied 
to both sides with suitable spray guns, rollers or with brush. After drying, the adhesive layer 
is activated by heat. 

Characteristics 

INTERCOLL D 3020 is a water-based, heat-activatable, one-component contact adhesive. 
The adhesive layer is fast drying so that coated parts can be stacked quickly without sticking 
together. The dried adhesive is transparent with a smooth surface which allows easy 
slipcover application. The adhesive shows a soft, aging resistant bond line also in high 
tension bonds. 

Technical data 

Raw material base: Polymer dispersion 

Solids Content: approx. 56 % 
(WPV 1 T2) 

Density: approx. 1,07 g/ml 
(WPV 27 T2) 

Brookfield-Viscosity RVT approx. 2.200 mPas 
(WPV 23 T1, 20 Upm, Sp. 3) 

Activation temperature: approx. +80 °C 

Storage temperature: +5 °C bis +30 °C; susceptible to frost 

Storage time: max. 6 months at +20 °C approx. 12 months in tightly sealed 
container 

Danger classification: none (according to GGVS/ADR) 
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Instructions for use 

Dilution: The adhesive will be delivered as a ready-for-use product.
 No dilution will be necessary for normal use. The adhesive 
 must not be blended with other adhesives. 

Substrate preparation: Bonding surfaces have to be free of dirt, dust and grease. 

Product supply: in free flow, from pressure vessel or with membrane pump. 
All parts in contact with the adhesive have to be made of 
stainless steel or plastic to avoid coagulation. 

Adhesive application:  On both parts with brush, rollers or spray gun. It is 
recommended to work with a low-pressure spray gun, 
atomizing pressure approx. 1.5 - 2.5 bars. 

Cleaning: With water when fresh, with INTERCOLL L 1815 Löser 31 
 after drying. Do not use cleaning agents containing 
 substances that interfere with adhesion like silicones, oils or 
 similar. 

Safety instructions: Do not inhale the spray mist. Therefore, it is necessary taking 
 care of using an exhausting system and if necessary personal 
 protective equipment (breathing mask). 

Flash-off time:  1 - 10 min, depending on application method, quantity and 
ambient conditions. 

During application, material, room and adhesive temperature should not be below +15 °C 
and not above +30 °C. The most favourable application temperature is between +18 °C and 
+22 °C. 

Important 

We guarantee the uniform high quality of our products. All data is based on tests and many 
years of practical experience. The variety of materials used and the different work conditions, 
which lie beyond our control, preclude any claims based on this data. We therefore 
recommend performing sufficient tests or a pilot run. We gladly provide technical advice. 

This Technical Information of 21.10.2022 supersedes all previous versions. 

 


